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Polar Candela Distribution
5,200 180 170® 160° 150°  140°
STANPRO:
Lighting Systems Inc. | Systemes d'eclairage Inc. it e
Filename: TL9204-30-3-F38°-A e
Manufacturer: STANPRO 1733 "3
Luminaire: LED Track Light 867 1002
Luminaire Cat: TL9204-30-3-F38-A CD: 0 o gpe
Lamp Output: 1 lamp, rated Lumens/lamp: 2241.6 g7 ape
Max Candela: 5,179.0 at Horizontal: 0°, Vertical: 0° 1,733 -
Input Wattage: 27.81 et
Luminous Opening: Rectangle w/Luminous Sides (L: 0.35", W: 0.35", H: 0.43") 502
Test: GO141016010202 c
Test Date: 2014/10/23 g=o2 Gl
Photometry : Type C 5,200 Vi 0o 100200 3o age
CIE Class: Direct W -0°H
Cutoff Class: Cutoff W -30°H
Nema Type: 4 X 4
Zonal Lumen Summary
Zone Lumens % Lamp % Luminaire
0-30 1,986.2 88.6% 89.8%
0-40 2,1144 94.3% 95.6%
0-60 2,171.3 96.9% 98.1%
60-90 235 1.1% 1.1%
70-100 145 0.6% 0.7%
90-120 8.0 04% 0.4%
0-90 2,194.8 97.9% 99.2%
90-180 179 0.8% 0.8%
0-180 2,212.7 98.7% 100%
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=fg FE - ffcfc Y FE Cd: 3,107, 60% Cd: 1036, 20%
1y e i W Cd: 2,590, 50% M cd: 518, 10%
Distance in units of mount height (10f8) - -- Max Cd -~~~ Paint of Max Cd: 5,179.0
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Illuminance at a Distance
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Coefficients Of Utilization - Zonal Cavity Method
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Luminaire Report Summary
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2014/10/23

MANUFAC] STANPRO
TL9204-30-3-F38-A
LED Track Light

CANDELA MULTIPLIER: 1
VERTICAL ANGLES:
COORDINATE SYSTEM: TYPE C
UNIT OF MEASURE: METRIC

BALLAST FACTOR:
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Effective Floor Cavity Reflectance: 20%
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