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Polar Candela Distribution

mtames d &cisirags inc
STA NE‘?) e 180° 170° 160° 150° 1400
Lighting Systmms |
| 1,083 1302
Filename: VT4 2 x 32W T8 857
Manufacturer: Stanpro el 1202
Luminaire: Linear FL2X32T8 AConly 120V
Luminaire Cat: VT4-2X32T8 gt e
Lamp: Two (2) GE F32W/841/Echo C/W Standard 217 100*
S E232P!_120601 Ballast leo: o o
Distribution: Downlight
Lamp Output: 2 lamp(s), rated Lumens/lamp: 2850 A o
Max Candela: 1,283.0 at Horizontal: 0°, Vertical: 5° 433 700
Input Wattage: 57 50
Luminous Opening: Rectangle w/Luminous Sides (L: 4.08ft, W: - &0
0.58ft, H: 0.08ft)
Test: S0506231.1ES 1.083 507
Test Date: 23 June 2005 | 1300
Photometry : Type C m-0cH VAT =00 e
CIE Class: Direct W -90°H
Cutoff Class: Noncutoff W -225%H -45°H WM -67.5°H
Zonal Lumen Summary
Zone Lumens % Lamp % Luminaire
0-30 1,015.7 17.8% 21.7%
0-40 1,695.0 29.7% 36.2%
0-60 3,125.4 54.8% 66.7%
60-90 1,209.7 21.2% 25.8%
0-90 4,335.1 76.1% 92.6%
90-180 348.4 6.1% 7.4%
0-180 4,683.5 82.2% 100%
Efficiency Total: 82.2%
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Isofootcandle Plot
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Coefficients Of Utilization - Zonal Cavity Method

RCC %: 80 70
RW%: 70 5 30 0 || 70 50 30
RCR: 0| 96 .96 .96 .96| .93 .93 .93

1/ 86 .82 .78 .74 .84 .79 .76
2, 78 .71 .64 59| .75 .68 .63
3/ .71 .62 54 .49 .68 .60 .53
4 65 .54 .47 41| 62 .53 .46
5 59 .48 .40 .35/ 57 .47 .40
6 55 .43 .36 .30 53 .42 .35
7, 50 .39 .32 .26/ .49 .38 .31
8 .47 35 .28 .23 .45 .35 .28
9 44 32 26 .21 42 32 25
100 41 .30 .23 .19/ .40 .29 .23
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Beam Width
B.3ft 15.7ft
16.5ft 31.4ft
24.8ft 47.1ft
33.1ft 62.7ft
41.4ft 7B.Aft
49,61t 04.1ft

M Horiz, Spread: 138,17

Effective Floor Cavity Reflectance: 20%
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Candela Table
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Luminaire Report Summary

IESNA LM-63-02

[DATE] 23 June 2005

[ _LABORATORY] Spectralux

[TEST] S0506231.1ES

[MANUFAC] Stanpro

[LUMCAT] VT4-2X32T8

[LUMINAIRE] Linear FL2X32T8 AConly 120V

[LAMP] Two (2) GE F32W/841/Echo C/W Standard E232PL120G01 Ballast

[ _LAMPDETAILS] GE Fluorescent Lamp ( 2850 Lumens)

[ _BURNING] Horizontal

[ _REFLECTOR] White Painted Reflector With Reflective Paint
[ _LENS] Plastic Drop Lens

[ _HOUSING] White Painted Aluminum

[_SKTPOSITION] Fixed

[DISTRIBUTION] Downlight

FILE:
FILE:
FILE:
FILE:
FILE:

CANDELA MULTIPLIER: 1

VERTICAL ANGLES: 35, HORIZONTAL ANGLES: 5
COORDINATE SYSTEM: TYPE C

UNIT OF MEASURE: STANDARD

BALLAST FACTOR: 1

Photometics Pro 1.3.4 copyright 2003-2009 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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